Homogeneousfloor Product Description

1,Material: homogeneous permeable center, the surface through the strengthened permeable core anti-fouling treatment PUR, easy to clean cleaning

2,Thickness: 1.93mm, width ≥ 2m, length ≥ 20m

3,Flame retardant: to meet national standards (GB/T 8624-2012) B1 (Cs1,t0) level flame retardant materials technical requirements

4,abrasion resistance (GB/T 11982.2-2015) National Building Materials Testing Center certification, wear-resistant grade to T level

5,Soluble heavy metals (lead, cadmium): <0.1 mg/㎡.

6,Formaldehyde emission (GB/T 17657-2013): in line with the EO grade requirements

7,Anti-bacterial and anti-mold (GB/T 2519-2003): anti-bacterial rate of 92%.

8,through the EU REACH regulations, does not contain 205 harmful chemical substances test

9,through the alkali resistance test, sodium hydroxide 75% concentration of aqueous solution, potassium hydroxide 80% concentration of aqueous solution, no significant corrosion (provide a copy of the test report)

10,through the acid resistance test, nitric acid 20% concentration of aqueous solution, hydrochloric acid 70% concentration of aqueous solution, hydrofluoric acid 25% concentration of aqueous solution, no significant corrosion (provide a copy of the test report)

11,through the TVOC test, provide test reports

12,through the SGS test, provide test reports

13,through the ISO9001, ISO14001, ISO45001 certification

14,Through the European Union CE certification
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